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Olo Linear Pendant
By Seed Design

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1400 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . Max Overall Height: 137.8"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 4 x LED/7W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 53.1"L x 7.9"W x 2.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

The Olo Linear Pendant uses basic elements to
create the picture of light with rotatable lamp
shades embedded in a cutting-edge designed
hollow circle combined with a glare-free LED.
Integrated dimmable LED driver.

Shown in matte black / black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=952839
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