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Scope Headboard Reading Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 148 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16.44

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . Narrow spot

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/9W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 3"W x 7"H x 2.94"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Included

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Scope LED Headboard Wall Light features
aluminum construction with a glass lens. Wide
pivotable arm,  light source with 330 degree
horizontal rotation, integral driver concealed
within the fixture, on/off switch and fingertip
touch dimming on base. Can be surface or recess
mounted. Includes 8 foot cord for portable
installation.Note: Fits 2 inch x 4 inch vertical
junction box, conversion plate provided.

Shown in brushed nickel
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