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Geodome Pendant
By Blackjack Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1737 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.52

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/23W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32"W x 32"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Making the most of what isn't there is what the
Geodome is all about. Constructed negative
space gives a nod to the traditional shade form
while making a statement all its own. Suspends
up to 12 feet from the ceiling with a black power
cord and an aircraft suspension cable. White
interior and Integrated LED light kit with acrylic
diffusers and driver in canopy. Universal dimming:
TRIAC/ELV/0-10V. Note: Ships knocked down with
12 laser-cut steel sections that screw together.

Shown in black / white

CLICK TO VIEW PRODUCT

Notes:
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