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Solo 120V Monopoint Fixed Rail Track Light Kit
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3200 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 400.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 4 x LED/8W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 36"W x 7"H x 5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Solo Monopoint 3-Light (24 inch) or 4-Light
(36 inch) Track Light Kit features individually
adjustable LED heads. Constructed of die-cast
aluminum with frosted lens.  Features 350 degree
horizontal and 90 degree vertical aiming per
head. Can be wall or ceiling mounted. Dimmable
with ELV and TRIAC dimmers.

Shown in black / frosted
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Notes:
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