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Atwater 12V Outdoor Pier / Post Mount Lantern
By Hinkley Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 360 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 102.86

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB INCLUDED . . . . . . . . . . . . . . 1 x A19/Medium (E26)/3.5W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.5"W x 23"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear Seedy

Specifications

Description

The Atwater 12V Outdoor Pier/Post Mount Lantern
is constructed from a composite material and
treated with an anti-fading agent. The finish is
resistant to rust and corrosion and the updated
coastal design incorporates Brass accents and a
Clear seedy glass that creates a faux candle effect.
UL listed for wet locations. Required transformer
sold separately. Post not included.

Shown in black / clear seedy

CLICK TO VIEW PRODUCT

Notes:
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