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Point Pendant
By AFX

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 240 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.5"W x 14"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Point Pendant features a clean and simple
design with a slim cylinder shape that comes in a
Satin Nickel, Polished Chrome, White, or Black
finish. Direct wired with a constant current low
voltage electronic LED driver rated for 120 VAC.
Driver is located in the canopy which mounts to
standard junction box, not included. ETL listed,
damp locations.

Shown in black
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