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Cobra Linear Spot Pendant
By Access

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1600 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 266.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

PRODUCT DIMENSIONS . . . . . . . . Downrods: (1) 6", (1) 16" and (1) 22" Included

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

OTHER BULB OPTIONS . . . . . . . . . . . . . . . . . 4 x MR16/GU10/120V LED

BULB INCLUDED . . . . . . . . . . . . . . . . . . 4 x MR16/GU10/6W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33"L x 3.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Cobra Linear Spot Light Pendant features
adjustable heads placed along a curved
horizontal rod. This ensemble is attached to a
round canopy by two vertical rods. This fixture
comes with 3 or 5 heads. It also comes in a Black
or Brushed Steel finish. UL listed.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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