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Vanishing Point Radiant for Millwork with Remote Power
By PureEdge Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1209 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80.60

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2400K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 92 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/15W/24V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.34"W x 3.4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Vanishing Point Millwork Plaster-In Fast Jack
24VDC Radiant Head with integrated LED
features a 2 inch canopy which sits flush in
millwork ceilings. Available in two color
temperatures options with an adjustable single
optical reflector in a 40 degree beam angle
option. Die cast aluminum with finish in Black. 90
degree tilt/360 degree rotation. ETL listed.
Suitable for damp locations. Title 24 compliant.
Note: Required 12VAC 60 watt electronic low
voltage (ELV) or 150 or 300 watt magnetic low
voltage (MLV) remote power supply sold
separately.

Shown in black
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