Lightology

lightology.com
866-954-4489
08-04-25

Project:

Company:

Location: Fixture Type:
SPEC #: EDG983749

Approved On: Approved By:

Vanishing Point Fast Jack Piston 12V/Remote Power

By PureEdge Lighting

€ Jas

Description

The Vanishing Point Drywall Plaster-In Fast Jack
12V Piston Head with integrated LED features no
visible canopy line - just the small (0.5) inch point
of connection where the fixture stem disappears
into the ceiling. Available in two color
temperatures with a field adjustable single
optical reflector in 15, 25, 35 or 45 degree beam
angle options. Die cast aluminum with finish in
White or Black. 90 degree tilt/360 degree
rotation. ETL listed. Title 24 compliant. Note:
Required 12VAC 60 watt electronic low voltage
(ELV) or 150 or 300 watt magnetic low voltage
(MLV) remote power supply sold separately.

Specifications

COLOR . . v ettt e e N/A
BODY FINISH . . . . . o o White
WATTAGE . . . . oo e s oW
DIMMER . . . . . . Low Voltage Electronic
DIMENSIONS . . . . . . . . o 1.8"W x 3.26"H
INTEGRATED LEDMODULE . . . . . . . . . .. . ... .. 1x LED/OW/12V LED

Technical Information

LAMPLIFE . . . . . . .. 60000 hours
BEAMANGLE . . . . . . . . .. 15°
COLORRENDERING . . . . . . ... .. oo 95 CRI
LAMPCOLOR . . . . . . . ... 2700K
LUMENS/WATT . . . . . Lo e 57.44
LUMINOUS FLUX . . . . . . . . oo oo 517 lumens
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Shown in white

CLICKTO VIEW PRODUCT
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