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Vanishing Point Fast Jack Rebel 12V/Remote Power
By PureEdge Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/9W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 1"L x 2.25"W x 3.71"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Vanishing Point Drywall Plaster-In Fast Jack
12V Rebel head features no visible canopy line -
just the small (0.5) inch point of connection
where the fixture stem disappears into the
ceiling. 1 inch stem length. Maximum 9 watt 12
volt GU5.3 MR16 LED, sold separately. 90 degree
tilt/360 degree rotation. ETL listed. Suitable for
damp locations. Title 24 compliant. Product is
built to order. Note: Required 12VAC electronic
low voltage (ELV) or 150 watt or 300 watt
magnetic low voltage (MLV) remote power
supply, and optional optical accessories sold
separately.

Shown in satin nickel
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