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Elementum Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 858 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57.20

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/15W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5"W x 11"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

Elementum Pendant brings true chemistry
between modern style and simple elegance to
any room of your home. Features an etched Opal
glass cylindrical diffuser with twist lock
attachment complemented with a smooth Satin
Nickel finish. Available with 2700K, 3000K, or
3500K color temperatures. Dims to 10% with low-
voltage electronic dimmers. Includes one 6 inch
and three 12 inch downrods to customize length
and hang straight 6 inch swivel canopy. Driver
installed in junction box, driver dimension: 2.76 x
1.26 x 1.18 inch. 5 year WAC Lighting product
warranty. Damp location rated. ETL listed.

Shown in satin nickel / opal
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